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EZ PAD™ Plus Control System
EZ Pad Plus is a moderately priced 
but loaded with features you 
expect from more expensive high-
end controls.  EZ Pad Plus elimi-
nates keys and allows operation of 
up to 128 gym equipment devices, 
as well 32 on/off items. 
• Items may be operated individually or simultaneously as a member 

of groups of up to 8 items 
• Up to 10 different groups per EZ-Pad Plus touch pad
• Touch pad is 12 VDC and features a 3 line LCD display for                  

user friendliness 
• Field programmed with multi-level password protection to insure 

only and authorized persons can operate

Smart Gym Control System
An alternative to a key switch, our 
electronic touch screen enables con-
trol of all Draper electrically operated 
gym equipment, in excess of 1000             
devices. Can operate lighting, score-
boards and bleachers and virtually any 
other electrical device.
• Safety First—Only the keeper of the 

programmable four-digit security code can access the system
• Save Money—By decreasing number of lengthy wire and conduit 

runs. Smart Gym touch panel and relay panels operate on 24 volt 
current. System program allows for shared circuits 

• Save Time—Run multiple devices simultaneously reducing set up 
time for gym classes or games

503285 Motorized Winch
• Sealed oil bath gear box with all metal gears                   

with ¾ hp direct drive motor
• Entire Winch Assembly is      

UL listed 
• Delivers 1,250 lbs. (567kg) of 

vertical line pull and holds 
backstop in any position

• Automatic limit switches      
control travel distance in        
either direction

• Grooved cable drum and pressure roller en-
sure proper cable spooling

• Operated with standard 3 position momentary contact key switch 
or any Draper Control System  

• Five-year warranty  

503229 Aut-O-Loc 2™ Safety Strap 
Safety Straps are recommended on all folding backstops. 
• Designed to engage instantly whenever a cable or 

supporting structure fails 
• Actuated by speed or inertia to stop load from 

falling due to a sudden failure or any increase 
in speed

• Rated for a 1,000 lbs (453kg) load and will 
withstand a 1,750 lbs (794kg) without any 
component failure 

• Includes maximum extension indicator and 
breakaway loop to indicate engagement

• Five-year warranty

503060 EZ Power—Wireless Remote Control
Eliminate wall boxes and 
individual key switches. EZ 
Power Wireless Remote Con-
trol capable of operating 
up to 99 individual electric                           
motor winches. 
• Operating range is                 

approximately 100’
• Requires item 503061                                                                                                                                           

   99-station Transmitter

503286 Manual Winch
• For backstops with attachment 

heights under 26’ (792cm)
• Features maintenance-free sealed 

gear case with a 40:1 worm gear ratio 
to provide 1,000 lbs (454 kg) vertical 
lifting capacity

• The cable drum has a 4” (102mm) 
diameter and is grooved for 1/4” (6mm), 7 x 19 aircraft cable               
to provide proper spooling

• Cable drum is enclosed by removable cover 
• Winch can be operated with standard removable handle or         

optional 503249 Electric Portable Operator
• Five-year warranty

503249 Portable Operator
• A compact heavy-duty reversible                  

electric operator for use with          
503286 manual winch

• Optionally available with 
503048 Fifty Foot Power Cord

Dimensions, drawings and specifications available at:                  
www.draperinc.com/go/EZFoldAccessories.htm
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